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Condensing heat exchanger

Fan

Drain for condensate

Gas valve

Flue sensor
Premix burner
Pump

Safety valve
Expansion vessel

Plate heat exchanger (not system model)
3 way diverter valve (not system model)
Dhw flow switch (not system model)
Primary flow switch

By-pass
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HYDRAULIC SCHEME

Combi model
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OPTIONALS

Prefixing kit
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Pipe space frame

RIVA ADVANCE HE

FIXING HOLES & CONNECTION PIPES POSITION

A - air intake / flue outlet pipe (co-axial)

B - flue outlet pipe @ 80 mm (twin kit)

C - air intake pipe @ 80 mm (twin kit)

S - Condensate drain connection area

MR - C.h. flow

US - D.h.w. outlet
ES - Cold water inlet
RR - C.h. return

A siphon is fitted within the boiler to collect condensate liquid from the

condensing heat exchanger.
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All dimensions in mm.
Combi e system Combi
RIVA ADVANCE HE
¢ 24 32
Height mm 803 803
Width mm 400 400
Depth mm 350 350
Weight kg 44.5 45
C/H Flow & Return connections mm 22 22
Gas inlet connections mm 22 22
DHW Inlet & Outlet connections mm 15 15
Condensate drain (plastic) mm 25 25
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Horizontal coaxial flue kit
@60/100 mm
Code 10999.0387.1

Coaxial 90° elbow
@60/100 mm
Code 10999.0390.1

Max flue length
Min flue length
90°
45°
Coaxial roof kit

@80/125 mm
Code 10999.0392.1

Pitched roof flashing plate
for roof kit @ 80 / 125 mm

Code 10999.252.1

Flat roof flashing plate for

roof kit @ 80 / 125 mm
Code 10999.280.1

Max vertical flue length
90°
45°

COAXIAL KIT

Coaxial 45° elbow
@60/100 mm
Code 10999.0391.1

ROOF KIT

Coaxial flue kit with
vertical extension
Code 10999.0389.1

Extension
@60/100 mm
Code 10999.0388.1

10.0 m*
0.3 m*
1.0mE.L
0.5mE.L.

Coaxial 90° elbow
@80/125 mm
Code 10999.0408.1

P

Coaxial 45° elbow

@80/125 mm
Code 10999.0409.1

oY/

Extension

@80/125 mm

Code 10999.0407.1

* Refer to specific boiler installation instructions for conformation of the flue arrangements
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Twin kit @ 80 mm
Code 10999.0393.1

90° elbow FM @ 80 mm
Code 10999.0395.1

Q

Total combined length possible

90°
45°

Pluming kit
Code 10999.0556.0

Max pluming kit length
90°
45°
90°
45°

E.L. = Equivalent flue length

WALL HUNG BOILERS

Flueing options

TWIN KIT Extension
@80 mm
Code 10999.0394.1
?
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45° elbow FM @ 80 mm
Code 10999.0396.1
max 40 m
min 1.0 m
1.65 mE.L.
0.90mE.L.
PLUMING KIT 90° elbow FM @ 60 mm

Code 10999.0558.0

"

N

45° elbow FM @ 60 mm
Code 10999.0559.0

(L

Extension
@ 60 mm
Code 10999.0557.0

15 m*

0.85 m E.L. (@ 60 mm)
0.65 m E.L. (@ 60 mm)
1.00 m E.L. (@ 60/100 mm)
0.50 m E.L. (@ 60/100 mm)
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TECHNICAL DATA

RIVA ADVANCE HE

CENTRAL HEATING
Maximum heat output
Seasonal efficiency rating - SEDBUK
Minimum / Maximum heating temperature
Minimum / Maximum heating pressure
DOMESTIC HOT WATER
Flow rate at 35 deg rise
Minimum / Maximum DHW temperature
Minimum / Maximum DHW pressure
OTHER DATA
Low NOx class 5 emissions
Electric protection
LPG conversion kit available
Nominal voltage / Power consumption
Anti pluming flue kit available
Integral 7 day time control
Self diagnostic LED indicators
Full flame modulation +- 1 deg C
Built-in frost protection
Pipe space frame option for rear piping
Built-in system by-pass
Anti-seize component protection
Outside temperature sensor option
Anti-cycling control
Ventilation free compartment installation
Multi directional flueing options
Electronic flame ignition
Optional pre-piping kit available

This catalogue replaces the previous one.

1SO 9001:2000
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€5Q

CCis

1SO 14001:2004

24 Combi 24 System 32 Combi
kW /BTU/h 27.3/93144 27.3/93144 35.7 /121803
% 90.2 (A) 90.2 (A) 90.0 (A)
°C 25/85 25/85 25/85
bar 0.3/25 0.3/25 0.3/25
I/min 10.7 / 14.2
°C 35/55 / 35/55
bar 0.3/10 / 0.3/10
J J J
IP X4D X4D X4D
J J J
V/W 230/108 230/108 230/125
J ) J
J / J
J J J
J J J ®
J J J
Optional Optional Optional
J J J
J J J
Optional Optional Optional
J J J
J J J
J J J
J J J
Optional Optional Optional

Riva Advance HE carries a full manufacturers warranty of TWO YEARS covering parts and labour.

Biasi boilers are manufactured in one of europes most advanced
facilities and over many years have earned a deserved reputation for
quality and reliability.

Each boiler and its components is individually tested to exacting
performance standards before leaving the factory.

Biasi UK provides nationwide customer service for fast and efficient
response to after sales requests. Several extended warranty and
servicing options are available. Genuine replacement parts are readily
available from a network of country wide stockists.
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HEATING & HOTWATER WDUSTRY COUREL

In consistently improving its products, Biasi S.p.A. reserves the right to modify the data set out in this catalogue at any time and without any prior notification.

BIASI UK LIMITED.

Newman Park, Western Way Wednesbury, West Midlands WS10 7BJ
SALES tel: 0121 506 1340 fax: 0121 506 1360

SERVICE tel: 0121 506 1350 fax: 0121 506 1370
sales@biasi.uk.com - www.biasi.co.uk
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